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readily visible at nighttime from all distances within 500 feet to 50
feet from the vehicle when directly in front of lawful upper beams
of head lamps. Reflectors required to be mounted on the sides of
the vehicle shall reflect the required color of light to the sides, and
those mounted on the rear shall reflect a red color to the rear. Front
and rear clearance lamps shall be capable of being seen and dis-
tinguished under normal atmospheric conditions at the time lights
are required at a distance of 500 feet from the front and rear, re-
spectively, of the vehicle. Side marker lamps shall be capable of be-
ing seen and distinguished under normal atmospheric conditions at
the times lights are required at a distance of 500 feet from the side of
the vehicle on which mounted.
SECTION 21: Lamp or Flag on Projecting Load - Whenever the
load upon any vehicle extends to the rear four feet or more beyond
the bed or body of such vehicle there shall be displayed at the ex-
treme rear end of the load, at the times specified in Section 16 of
this Article a red light plainly visible from a distance of at least 500
feet to the sides and rear. The red light required under this Section
shall be in addition to the red rear light required upon every ve-
hicle. At any other time there shall be displayed at the extreme rear
end of such load a red flag or cloth not less than 16 inches square.
SECTION 22: Lamps on Bicycles - Every Bicycle on a highway
or street at any time when lighted lamps are required as specified in
Section 16 shall be equipped with a lamp on the front exhibiting
a white light visible from a distance of 500 feet to the front and with
a lamp on the rear exhibiting a red light visible from a distance
of at least 500 feet to the rear; except that a red reflector meeting the
requiirements of this Article may be used in lieu of a rear light.
SECTION 23: Lamps and reflectors on other Vehicles and
Equipment. - All vehicles, including animal-drawn vehicles and in-
cluding implements of husbandry, road machinery or farm tractors
and other vehicles not hereinbefore specifically required to be equipped
with lamps, shall at the times specified in Section 16 of this Article
be equipped with at least one lighted lamp or lantern exhibiting a
white light visible from a distance of 500 feet to the front of such
vehicle and with a lamp or lantern or reflector exhibiting a red light
visible from a distance of 500 feet to the rear.
SECTION 24: Spot Lamps and Auxiliary Driving Lamps - use.
-(a) Any motor vehicle may be equipped with not to exceed one
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